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G-Panel
Clean agricultural profile

36" coverage

9" on center

3/4"

Panel section. Proportions follow the panel; the drawing is not full size.
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About G-Panel

G-Panel pairs a crisp, evenly spaced rib with the economy of an 

exposed-fastener system. It's a clean, traditional look that works 

just as well on a shop roof as it does running vertically as siding.

/ Crisp, evenly spaced rib for a clean, traditional look

/ Works equally well on roofs and walls

/ Budget-friendly exposed-fastener system

Specifications

Coverage width 36"

Rib height 3/4"

Rib spacing 9" on center

Gauges 29 ga

Lengths Cut to length, 3' to 60', to the 1/8"

Substrates Galvalume, painted, or print

Minimum slope 3:12

Fasteners Exposed fastener system

Where it goes

Roofing Walls and siding

Matching trim

Before you order
Confirm the profile, gauge, color, lengths and fasteners with our team. G-Panel uses the Tuff Rib trim sheet, on the next page.

Monday – Friday: 7:00 AM – 5:00 PM. Saturday: By appointment. Sunday: Closed.



541.548.7044
ridgelinemetal.com

Ridgeline Metal
1305 SW Lake Rd, Redmond, Oregon 97756

sales@ridgelinemetal.com
G-Panel spec sheet, page 2 of 2

Trim for G-Panel
G-Panel uses the Tuff Rib trim sheet. The panel drawn below is Tuff Rib.
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Trim is not limited to these drawings and dimensions.
Drawings show the shape and the sizes we bend most often; they are not to scale.


